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Forensics Investigation Request
Requesting Party
Location Description
Typical Section
Sketch typical section and provide as much as possible of the following information for each layer:
Type of layer
AC
Concrete
Base/Subbase
Subgrade
Information Needed
Type of Mix
Thickness
Type and Amount of Modifier if Any
Asphalt Grade
Aggregate Type and Source
Type of Concrete (CRCP, JCP, etc.)
Thickness
Type and Amount of Modifier if Any
Source of Concrete
Type of Base/Subbase
Thickness
Type and Amount of Modifier if Any
Aggregate Type and Source
Type of Soil
Type and Amount of Modifier if Any
(for this investigation)
Provide Any Available Information on the Following:
History
Description of Problem
 
Describe the encountered problem including type of failure, observed distress, date problem first observed.  Attach additional sheets as needed.
For Use by Forensics Team Only:
E-mail, fax or mail complete form to:
Magdy Y. Mikhail, Ph.D., P.E.
Texas Department of Transportation
Construction Division - M&P (CP51)
125 E. 11th St.
Austin, TX 78701-2483
FAX: 512/465-3681
e-mail: mmikhai@dot.state.tx.us
	ddor: 
	person_name: 
	event_date: 
	TextField4: 
	TextField5: 
	TextField6: 
	TextField7: 
	TextField8: 
	TextField9: 
	TextField10: 
	: 
	TextField14: 
	TextField11: 
	TextField12: 
	TextField13: 
	ContactHelp: 



